TRANSPORT MANAGEMENT PLAN
AND DRIVER CODE OF CONDUCT
Bass Point Quarry Shellharbour, NSW
HANSON CONSTRUCTION MATERIALS PTY LTD
June 2019

Transport Management Plan Including Driver Code of Conduct – Bass Point Quarry

REF :- 14/024
TRANSPORT MANAGEMENT PLAN AND DRIVER CODE OF CONDUCT
BASS POINT QUARRY
SHELLHARBOUR, NSW
HANSON CONSTRUCTION MATERIALS PTY LTD

Intersect Traffic Pty Ltd (ABN: 43 112 606 952)
Address:
Shop 7, Metford Shopping Village
Cnr Chelmsford Drive &
Tennyson Street Metford NSW
2323
PO Box 268
East Maitland NSW 2323
Contact:
(Ph) 02 4936 6200
(Mob) 0423 324 188
Email: jeff@intersecttraffic.com.au

Issue

Date

Description

By

A

24/04/14

Draft

DD

B

27/04/14

Edit

JG

C

28/04/14

Final Proof

D

05/05/14

Client Amendments

TB/JG
JG

E

13/05/14

Authority Submission

JG

F

20/05/14

Approved

JG

G

05/08/16

Amended

JG

H

10/10/16

Include drug and alcohol reference

I

28/06/19

Transport Modification update

JG
CF/BP

Copyright © Intersect Traffic Pty Ltd

This document has been authorised by
Date

10th October 2016

Disclaimer
This report has been prepared based on the information supplied by the client and investigation undertaken by Intersect Traffic Pty Ltd & other
consultants. Recommendations are based on Intersect Traffic’s professional judgment only and whilst every effort has been taken to provide accurate
advice, Council and any other regulatory authorities may not concur with the recommendations expressed within this report. This document and the
information are solely for the use of the authorised recipient and this document may not be used, copied or reproduced in whole or part for any
purpose other than that for which it was supplied by Intersect Traffic Pty Ltd. Intersect Traffic makes no representation, undertakes no duty and accepts
no responsibility to any third party who may use or rely upon this document or the information.
Confidentiality Statement
All information, concepts, ideas, strategies, commercial data and all other information whatsoever contained within this document as well as any and
all ideas and concepts described during the presentation are provided on a commercial in confidence basis and remain the intellectual property and
Copyright of Intersect Traffic Pty Ltd and affiliated entities.

2

Transport Management Plan Including Driver Code of Conduct – Bass Point Quarry

CONTENTS
CONTENTS ................................................................................................................................................................ 3
FIGURES ................................................................................................................................................................... 4
TABLES ..................................................................................................................................................................... 4
1.

TRANSPORT MANAGEMENT PLAN ANDTRUCK DRIVER CODE OF PRACTICE ..................................... 6
1.1
1.2
1.3
1.4
1.5
1.6
1.7

2.

Introduction ............................................................................................................................................................................ 6
Site Location ............................................................................................................................................................................ 7
Transport Limitations ............................................................................................................................................................ 8
Transportation Route,Destinations & Traffic Types ........................................................................................................... 9
Monitoring of Transport Products .................................................................................................................................... 11
Road Hazards .......................................................................................................................................................................... 11
Requirements ........................................................................................................................................................................ 11

TRUCK DRIVER CODE OF CONDUCT ................................................................................................... 11
2.1
2.2
2.3
2.4
2.5
2.6
2.7
2.8
2.9
2.10

General Requirements ......................................................................................................................................................... 11
Heavy Vehicle Speed .............................................................................................................................................................. 12
Heavy Vehicles Driver Fatigue ............................................................................................................................................. 13
Heavy Vehicle Compression Braking ................................................................................................................................... 14
Heavy Vehicle Noise.............................................................................................................................................................. 14
Load Covering ........................................................................................................................................................................ 14
Vehicle Departure and Arrival ............................................................................................................................................. 15
Breakdowns and Incidents ................................................................................................................................................... 16
Safety Concerns..................................................................................................................................................................... 17
Contact Numbers .................................................................................................................................................................. 17

COMPLIANCE MEASURES & MONITORING ........................................................................................ 18

3.
3.1
3.2
3.3

4.

Transport Management Plan & Driver Code of Conduct ................................................................................................... 18
Compliance Measures .......................................................................................................................................................... 19
Monitoring Measures ........................................................................................................................................................... 20

2014 ROUTE ASSESSMENT, DUST GENERATION, MAINTENANCE & ACTIONS ................................... 21
4.1
4.2
4.3

2014 Route Assessment ..................................................................................................................................................... 21
Dust Generation – Bass Point Quarry Road ................................................................................................................... 22
Road Maintenance - Bass Point Quarry Road................................................................................................................ 22

5.

CODE OF CONDUCT INDUCTION ........................................................................................................ 24

6.

DECLARATION .................................................................................................................................... 26

7.

CORRESPONDENCE ............................................................................................................................ 27

3

Transport Management Plan Including Driver Code of Conduct – Bass Point Quarry

FIGURES
Figure 1 – Bass Point Quarry Entry and Weighbridge (C. Flood, April 2019) ........................................................................ 6
Figure 2 – Quarry Location Plan (Intersect, 2014) ................................................................................................................ 8
Figure 3 – Approved Transport Route (“Appendix 4 – Statement of Commitments – Transport Route”) ......................... 10
Figure 4 – Bass Point Quarry Road Signage (C. Flood, April 2019)...................................................................................... 16
Figure 5 – Residential areas along the Bass Point Quarry Road ......................................................................................... 20
Figure 6 – Entry to the Quarry site (C. Flood, April 2019) ................................................................................................... 23

TABLES
Table 1 - Laden Truck Dispatch Hours................................................................................................................................... 9
Table 2: 2014 Route Assessment Findings and Actions Taken ........................................................................................... 21

4

Transport Management Plan Including Driver Code of Conduct – Bass Point Quarry

THIS PAGE LEFT BLANK INTENTIONALLY

5

Transport Management Plan Including Driver Code of Conduct – Bass Point Quarry

Figure 1 – Bass Point Quarry Entry and Weighbridge (C. Flood, April 2019)

1. TRANSPORT MANAGEMENT PLAN AND
TRUCK DRIVER CODE OF PRACTICE
1.1 Introduction
Schedule 3 Condition 33 of Project Approval 08_0143 under the Environmental Planning and
Assessment Act 1979 for the extension of the existing Bass Point Quarry to Lot 22 DP 1010797
Shellharbour requires the operator Hanson Construction Materials Pty Ltd (The Proponent) to
complete and implement a Transport Management Plan and Driver Code of Conduct.
Transport Management Plan
The Proponent must prepare a Transport Management Plan for the project to the satisfaction
of the Secretary. This plan must:
a) be prepared by suitably qualified experienced person(s), whose appointment has been
approved by the Secretary;
b) be prepared in consultation with Council and RMS, and be submitted to the Secretary
within three months of the determination of Modification 2, or as otherwise agreed by
the Secretary;
c) include details of all transport routes and traffic types to be used for project-related
traffic;
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d) describe the processes in place for the control of truck movements entering and exiting
the site;
e) include details of the measures to be implemented to minimise traffic safety issues and
disruption to local road users, including minimising potential for conflict with school
buses;
f) include a Driver’s Code of Conduct that includes procedures to ensure that drivers:
i.
adhere to posted speed limits or other required travelling speeds;
ii.
adhere to designated transport routes;
iii.
implement safe and quiet driving practices;
iv.
are aware of potential safety issues along the haulage route, particularly near
schools and intersections;
g) describe the measures to be put in place to ensure compliance with the Driver’s Code
of Conduct; and
h) propose measures to minimise the transmission of dust and tracking of material onto
the surface of public roads from vehicles exiting the site.
The Proponent must implement the Transport Management Plan as approved by the Secretary.

This document seeks to satisfy this condition of consent. The purpose of this document is to
minimise the impacts of the heavy vehicle traffic associated with Bass Point Quarry on the
community as well as to manage the movement of heavy vehicles on the local and state road
network using best industry practice.
The final document is to be to the satisfaction of the Secretary of the NSW Department of Planning,
Industry and Environment.

1.2 Site Location
The quarry site is located approximately 5 km south-east of the Shellharbour town centre see
Figure 2 below. Access to the site is via Shellharbour Road to Dunmore Road then to Buckleys
Road connecting to Bass Point Quarry Road, which provides entry to the quarry site.
The Princess Highway provides regional access to the site.
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Figure 2 – Quarry Location Plan (Intersect, 2014)

1.3 Transport Limitations
The purpose of the proposed development is to maintain the supply of construction materials to the
local and regional markets at a competitive price while preventing environmental damage and
minimising impacts from transport of the materials.
The Proponent must not permit to be transported from the site:
a) More than 4 million tonnes of quarry products in any calendar year; or
b) More than 3 million tonnes of quarry products by road in any calendar year.
The Proponent must limit the dispatch of trucks carrying quarry products or concrete from the site
to the levels shown in Table 1.
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Table 1 - Laden Truck Dispatch Hours

Period
7 am – 10 pm
10 pm – 7 am
5 am – 6 am

Maximum Laden Truck Dispatch
40 in any hour
23 in any hour

(Monday to Friday only and excluding Public
Holidays)

27

6 am – 7 am
(Monday to Friday only and excluding Public
Holidays)

38

24 hour period on any day

500

1.4 Transportation Route, Destinations & Traffic Types
The approved transport route for quarry and concrete products (Figure 3) incorporates Bass Point
Quarry Road that intersects with Southern Cross Boulevard, Golf Drive and Buckleys Road at the
entrance to the Shell Cove Estate. Southern Cross Boulevard provides access to the Shell Cove
Estate and Golf Drive is the access road for The Links Shell Cove golf course. Trucks continue on
Buckleys Road which rises to intersect with Dunmore Road. The approved transport route continues
with a right turn onto Dunmore Road as far as the intersection (roundabout) at Shellharbour Road.
All heavy vehicles that enter and exit the Quarry use this route to access Shellharbour Drive and in
the majority of cases, continue on the Princes Motorway towards Wollongong or Sydney.
From the roundabout at the intersection of Shellharbour Road and Dunmore Road, the majority of
trucks turn left to access the Princes Motorway. Trucks delivering products to local destinations may
turn right at this intersection to access local destinations in Shellharbour. Approximately 90% of
material is delivered to the Sydney construction market to supply Hanson operated concrete batching
plants and to supply independent customers. The direction of these movements will be determined
by the location of the delivery address.
The Proponent has responsibility for maintaining the condition of Bass Point Quarry Road and pays
a regular financial contribution to Council for maintenance of Dunmore Road between the
intersection with Bass Point Quarry Road and the intersection with Shellharbour Road.
Traffic types associated with project-related traffic mainly consist of heavy vehicles for the transport
of quarry products with light vehicles generally used for transportation of quarry staff into and out of
the site. The types of heavy vehicles used for product transportation include:
• Semi-trailers
• Truck and dog combination
• Tri-axle combination
• Quad axle combination
• Quinn dog combination
• Rigid truck (concrete agitator)
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Figure 3 – Approved Transport Route (“Appendix 4 – Statement of Commitments – Transport Route”)
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1.5 Monitoring of Transport Products
In compliance with the conditions of consent The Proponent shall:
(a) keep accurate records of:
•

the amount of quarry products transported from the site (monthly
and annually);

•

the regional destination of quarry products transported from the
site; and
• all laden truck movements (i.e. dispatch of trucks carrying
quarry products or concrete) from the site (hourly, daily,
weekly, monthly and annually); and
(b) publish these records on its website on a quarterly basis.

1.6 Road Hazards
The Proponent has removed identified hazards along Bass Point Quarry Road as identified within
the 2014 Route Assessment. This is discussed in Section 4 of this document.

1.7 Requirements
The requirements of this Transport Management Plan are to:
a) ensure compliance with the conditions included under Schedules 2 & 3 of the
NSW Department of Planning, Industry and Environment consent conditions
with respect to traffic and transport matters;
b) encourage compliance and acceptance of the Truck Driver Code of Practice
by all heavy vehicle drivers using the quarry;
c) minimise traffic and transport impacts of the quarry on the community;
d) foster an understanding and awareness within the company of community
expectations and legislative requirements;
e) protect and enhance public safety through compliance with relevant road
rules;
f) increase Work Health and Safety (WHS) understanding in relation to fatigue,
vehicle operation in public areas and obligation to the general public.
g) Minimize transmission of dust and tracking of material onto public roads;
h) Reduce noise impacts associated with road traffic.

2. TRUCK DRIVER CODE OF CONDUCT
2.1 General Requirements
Heavy vehicle drivers hauling from Bass Point Quarry must:
Have undertaken a site induction carried out by an approved member of the quarry staff or
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suitably qualified person under the direction of the quarry management and to be completed on first
visit to Bass Point quarry.
i) Hold a valid driver’s licence for the class of vehicle that they operate;
ii)

Operate the vehicle in a safe manner within and external to the quarry
site;

iii) Comply with the direction of authorised site personnel when within the
site;
iv) Comply with the Road Transport Act 2013 and its associated
regulations in regard to drug use and alcohol consumption;
v)

Comply with the Australian Road Rules external to the site.

vi) Sign the Drivers Code of Conduct on first visit to site (typically this is
completed at the weighbridge, but may be completed at Bass Point
Concrete Plant depending on the type of heavy vehicle).

2.2 Heavy Vehicle Speed
Increased speed means not only an increased risk of crashing but also increased severity if a crash
occurs. A study undertaken for the Australian Transport Safety Bureau found that travelling 10 km/h
faster than the average traffic speed can more than double the risk of involvement in a casualty
crash.
There are two types of speeding:
i)
ii)

Where a heavy vehicle travels faster than the posted speed limit; and
Where a driver travels within the speed limit but because of road
conditions (e.g. fog or rain) this speed is inappropriate.

Drivers and truck operators are to be aware of the “Three Strikes Scheme” introduced by the RMS
which applies to all vehicles over 4.5 tonnes. When a heavy vehicle is detected travelling at 15
km/h or more over the posted or relevant heavy vehicle speed limit by a mobile Police unit or fixed
speed camera, the RMS will record a strike against that vehicle. If three strikes are recorded within a
three year period, the RMS will act to suspend the registration of that vehicle (up to three
months). More information is available from the RMS website.
Vehicle speed on public roads is enforced by the NSW Police Service. The speed limits – which are
accordingly signposted – are to be strictly maintained.
All vehicle drivers are to adhere to the posted speed limits on site and along Bass Point Quarry Road.
Vehicle drivers who do not adhere will receive a strike against their name, following the Driver’s Code
of Conduct Disciplinary Action Register (Section 3.2).
Road vehicle drivers are to adhere to the following speed limits on-site:
• Bass Point Quarry Road (between Links roundabout and the Coastwide
bund/Killalea entrance)– 50km/h
• Entry road (between Coastwide bund and new weighbridge)– 40km/h
• On-site roads – 20km/h

12

Transport Management Plan Including Driver Code of Conduct – Bass Point Quarry

• On-site parking areas – 10km/h
Drivers are to observe the posted speed limits, with speed adjusted appropriately
to suit the road environment and prevailing weather conditions, to comply with
the Australian Road Rules. The vehicle speed must be appropriate to ensure
the safe movements of the vehicle based on the vehicle configuration.

2.3 Heavy Vehicles Driver Fatigue
Fatigue is one of the biggest causes of crashes for heavy vehicle drivers. Fatigue can impact on
driving ability, similar to the effect of drink driving and result in slower reaction times, lack of
concentration, reduced vigilance / poor judgement and nodding off. Symptoms of fatigue include:
• yawning,
• sore or heavy eyes,
• slower reaction times,
• daydreaming / not concentrating on driving
• driving speeds creeping
• impatience
• impaired driving performance
• stiffness and cramps
• loss of motivation
The Heavy Vehicle Driver Fatigue Reform was developed by the National Transport Commission
(NTC) and approved by Ministers from all States and Territories in February 2007. These reforms
have been carried over into the Heavy Vehicle National Law (HVNL) in February 2013. Fatigue legal
obligations have four major sections under the HVNL:
• chain of responsibility
• work and rest hours
• work diaries
• fatigue management accreditation schemes – BFM and AFM
The heavy vehicle driver fatigue law commenced in NSW on 28 September 2008 and applies to
trucks and truck combinations over 12 tonne Gross Vehicle Mass (GVM) (however there are
Ministerial Exemption Notices that can apply).
The HVNL specifies that:
• a person must not drive a heavy vehicle on a road while impaired by fatigue
• managing driver fatigue is a shared responsibility by all parties in the chain
• parties must take all reasonable steps to ensure a person does not drive a
heavy vehicle on a road while impaired by fatigue.
Under the law, industry has the choice of operating under three fatigue management schemes:
i)
Standard Hours of Operation
ii)
Basic Fatigue Management (BFM)
iii)
Advanced Fatigue Management (AFM)
Heavy vehicle drivers should manage their fatigue by undertaking fatigue breaks at appropriate times
as per the RMS guidelines. Fatigue breaks must be recorded by the heavy vehicle drivers and
checked by management via their work diary to review if the correct procedure has been undertaken.
If a heavy vehicle driver has not confirmed within the rules they will be placed on the Driver’s Code
of Conduct Disciplinary Action Register (Section 3.2).
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All heavy vehicle drivers operating out of the Bass Point Quarry are to be aware
of their adopted fatigue management scheme and operate within its
requirements.

2.4 Heavy Vehicle Compression Braking
Compression braking by heavy vehicles is a source of irritation to the community, generating many
complaints; especially at night when many residents are especially sensitive to noise.
In some instances compression braking is required for safety reasons, however, when passing
through or adjacent to residential areas a reduction in the speed of the vehicle is recommended to
reduce the instances and severity of compression braking.
Due to the relative proximity to residential homes in Shell Cove within the vicinity of Dunmore Road
and Bass Point Quarry Road along the approved haul route, drivers are requested to limit the noise
created in this area as much as possible with compression braking within or adjacent to Shell Cove,
Shellharbour and other residential areas should only be used if required for safety reasons.
Brakes must be applied so as not to create excessive noise that could disturb
local residents where possible. Compression braking within or adjacent to
residential areas should only be used if required for safety reasons.

2.5 Heavy Vehicle Noise
Bass Point Quarry operates 24 hours a day (see Section 1.3) which means that noise from passing
heavy vehicles could impact on residents during the sensitive night period, when noise travels further
than during the day.
Access to the site is consistently available whereby trucks should not need to wait for the gates to
open, due to the 24 hour quarry operation. However, there may be instances where access through
the weighbridge is not available due to unforeseen circumstances. If this occurs, heavy vehicles are
to wait in the onsite Transport Yard with the engine switched off until they are able to be processed
through the weighbridge.

All heavy vehicle operators are aware that they should not queue outside the quarry.
To reduce the impact of vehicle noise, if access to the quarry (including the
weighbridge) is not available heavy vehicles waiting for the quarry are to wait in
the onsite Transport Yard with their engines switched off.

2.6 Load Covering
Loose material on the road surface has the potential to cause road crashes and vehicle damage.
Uncovered loads represent the greatest risk to loose material on the road and an increase in dust
impacts on neighboring residents along haul routes. To prevent these issues all heavy vehicles
should be covered, whether loaded with material or not.
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All trucks arriving at or departing from the site whether loaded with material or
not are required to have an effective cover over their load for the duration of the
trip. The load cover may be removed upon arrival at the delivery site; truck covers
must be operated from the ground.
All care is to be taken to ensure that all loose debris from the vehicle body and
wheels is removed prior to leaving the site.
Drivers must ensure that when travelling to and from the quarry that the
tailgate is locked.
Quarry management is to monitor loose material on the side of the haulage road
and take appropriate action (removal or suppression) regularly.

2.7 Vehicle Departure and Arrival
Heavy vehicles travelling in close proximity on public roads can be hazardous to light vehicle
drivers especially at roundabouts and when travelling in tandem, as well as increasing noise through
or adjacent to residential areas. To alleviate public concern and increase road safety, heavy
vehicles leaving the quarry should be separated by adequate intervals.
Vehicle departure is controlled by the weighbridge operator who, through use of the SAP system as
well as manual counting, monitors the amount of heavy vehicles that leave the site. Alarms in place
within the SAP system will notify the Weighbridge Operator when heavy vehicle movements have
reached consent limits, and the Weighbridge Operator will be effectively “locked out” of the SAP
system. If an hourly vehicle movement limit has been reached the Weighbridge Operator will stop
ticketing on the weighbridge until the next window opens to re-ticket.
It is difficult to schedule arrivals to the quarry due to the different directions of approach from
external jobs and the varying job completion times, however, when a driver becomes aware –
through visual contact or two-way contact between trucks – that they will arrive at approximately the
same time, they are to ensure that there is a suitable gap between vehicles when on the public road
network section of the haul road.
To alleviate public concern and increase road safety heavy vehicles leaving the
quarry should be separated by an adequate interval.
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Figure 4 – Bass Point Quarry Road Signage (C. Flood, April 2019).

2.8

Breakdowns and Incidents

In the case of a breakdown the vehicle must be towed to the nearest breakdown point as soon as
possible. All breakdowns must be reported to the RMS TMC (Transport Management Centre) on
131700 and the vehicle protected in accordance with the Heavy Vehicle Drivers handbook.
To ensure that traffic impacts are minimised in the event of an incident, rapid response from the
haulage company is required. In order to ensure rapid response to incidents drivers must contact
the RMS TMC on 131700, their Transport Manager/Supervisor and the Bass Point Quarry Manager
as soon as the stranded vehicle and load is safely secured.
If there is a product spill while loading/unloading or en route the driver must:
i)

Immediately warn persons in the area who may be at risk;

ii)

Inform their Transport Manager/Supervisor. If this occurs on Bass Point
Quarry Road or the vehicle is owned or contracted by Hanson
Construction Materials Pty Ltd the Transport Manager/Supervisor must
be immediately informed so that emergency services can be contacted
and a cleanup initiated;
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iii)

All spills must be adequately cleaned up and waste disposed of in
an acceptable and environmentally suitable manner;

iv)

Put out warning triangles where it is safe to do so.

2.9 Safety Concerns
From the end of Bass Point Quarry Road to Shellharbour Road, interaction with pedestrians / cyclists
should be anticipated. Drivers are to ensure that when passing pedestrians / cyclists a safe
separation distance exists between trucks and pedestrian / cyclists as well as a reduction in
speed if appropriate. In regard to cyclists, all drivers must abide by the Minimum Passing Distance
Rule, whereby a minimum separation distance of 1 metre is required when the speed limit is 60 km/h
or less, and a minimum separation distance of 1.5 metres is required when the speed limit is more
than 60 km/h.
Drivers are to be safe, responsible and courteous within the community. Drivers
are to take special consideration around schools (Shellharbour Anglican
Collage), roundabouts (at the intersection of Golf Drive and Lindsays Lane /
Shellharbour Road) and intersections (Dunmore Road / Buckleys Drive).

2.10 Contact Numbers
Contact Name

Contact Number

RMS Transport Management Centre
Shellharbour City Council
Hanson 24 Hour Emergency
Bass Point Quarry
NSW Police Service (Lake Illawarra LAC)
Hanson Transport Manager
(to be supplied by driver if separate company)

131700
(02) 4221 6111
1800 882 478
(02) 4247 3955
(02) 4232 5599
(02) 4376 3018
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3. COMPLIANCE MEASURES &
MONITORING
3.1

Transport Management Plan & Driver Code of Conduct

Review of this Transport Management Plan and Drivers Code of Conduct is to occur within three
months of:
• Submission of Annual Review (Schedule 5, Condition 4)
• Submission of an incident report (Schedule 5, Condition 7)
• Submission of Independent Environmental Audit (Schedule 5, Condition 9)
• Any modification to the Project Approval (Schedule 5, Condition 5)
Hanson must notify the Department in writing of any review being undertaken, and the revised
document must be lodged to the Department within six weeks of review.
The document is to be signed by individual drivers and a Hanson Construction Materials Pty Ltd
authorised representative the first time they enter Bass Point Quarry at the time when heavy vehicle
haulage drivers attend their site induction or shortly thereafter. All Hanson drivers complete the online
induction when commencing work with the company. Hanson drivers are then given a site-specific
orientation, including ride-alongs and supervision, depending on the level of experience and
competency of the driver.
Toolbox meetings are held monthly for Hanson drivers to allow up-to-date information to be passed
between drivers and management at Hanson.
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3.2 Compliance Measures
To assist in the orderly resolution of complaints quarry management will keep a register itemising
all reported incidents relating to complaints in regard to heavy vehicle driver conduct external to the
quarry site.
The incident register is to include (where possible):
i)
ii)
iii)
iv)
v)
vi)
vii)

Date of the complaint;
Time of the complaint;
Name of the complainant (if available);
How the complaint was received
Detailed description of the complaint (including location, driver/heavy
vehicle details);
What / when actions were taken to resolve the issue; and
The reply to the person / organisation that made the complaint.

An investigation of the location and causes of the complaint will be undertaken and be completed
within 7 days of receiving the complaint. It is important to note that in some situations the nature of
the complaint could require more than 7 days of investigation, if this occurs the Quarry Manager or
Transport Manager will notify the complainant with an update on the progress within 7 days of
receiving the complaint.
Immediately following the completion of the investigation, the Quarry Manager or Transport Manager
will provide feedback to the complainant that details the investigations undertaken, the result of the
investigation and measures implemented to ensure that operations remain compliant. A description
of any follow-up investigations and the response provided to the complainant will also be recorded
in the Complaints Register upon closure of the issue.
The incident register is to be audited at three monthly intervals, by quarry
management, and made available, upon request, to an authorised Council
officer.
In addition to the register, any breach of the Code of Conduct will result in the offending driver being
placed on a Driver’s Code of Conduct Disciplinary Action Register.
There are 3 stages to the process:
1st Warning – Driver will be warned for the breach, entered into the register and reinducted.
2nd Warning – Driver will be warned for the breach, entered into the register, re-inducted
and the company of the driver will be notified that a second breach of the site rules has
occurred by the offending driver. The result of this second breach will result in the driver
being banned from the site for a period to be determined by management, depending on
the severity of their actions.
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3rd Warning – The driver will be banned and the company of the driver will be notified
of the ban period imposed on the driver.
However, any acts of gross misconduct will result in an immediate ban from site.

3.3 Monitoring Measures
Hanson staff will undertake formal observations of compliance at three monthly intervals and will
document and undertake any remedial actions with employees, heavy vehicle drivers or haulage
companies that may be necessary as a result of these observations. Photograph 2 below shows
the residential development close to the haulage road.

Figure 5 – Residential areas along the Bass Point Quarry Road

20

Transport Management Plan Including Driver Code of Conduct – Bass Point Quarry

4.2014 ROUTE ASSESSMENT, DUST
GENERATION, MAINTENANCE &
ACTIONS
4.1 2014 Route Assessment
In 2014 a route assessment was undertaken for Bass Point Quarry Road from the commencement
at Golf Drive to the Bass Point Quarry gates to investigate improvements to assist both truck
drivers and local residents. Table 2 lists the issues identified from the 2014 inspection with actions
undertaken by Hanson.

Table 2: 2014 Route Assessment Findings and Actions Taken

2014 Route Assessment Findings
Re-mark the centreline (double barrier line) and
edgelines over the length of Bass Point Quarry Road.

Actions Taken
Completed. Bass Point Quarry Road
has had the centerline and edgelines
remarked over the length of the road.

Reduce the speed limit on Bass Point Quarry Road
from 60 kph to 50 kph during night time hours (8 pm to
7 am).

This is no longer valid as the consent
states a maximum limit of 50 km/h at
all times along Bass Point Quarry Road
which all drivers must adhear to
(Section 2.2).

Clearly delineate the speed limit at the start and end of
Bass Point Quarry Road with intermediate signs at 500
metre intervals.

Completed. Bass Point Quarry Road
speed limit is clearly signposted as
required.

Remove the existing non-conforming speed humps
over the length of Bass Point Quarry Road.

Completed. This has provided a
notable reduction in vehicle noise for
community members along Bass Point
Quarry Road.

Install guide posting to Australian Standards through
the length of Bass Point Quarry Road.
Sweep the road pavement and road shoulder of
Bass Point Quarry Road for dust at one (1) monthly
intervals.

Completed in 2019.

If a pull-over location is necessary within the length
of Bass Point Quarry Road, relocate its position to a
straight section of road and provide a suitable
pavement and pavement surface to control erosion and
dust.

There is no longer a pull-over location
along the length of the haul road.

Repair existing areas of pavement deformation through
the length of Bass Point Quarry Road.

Road resurface to be completed by
2021 with the noted deformation to be
addressed immediately.
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Ongoing commitment which is
performed at one weekly intervals.

All Hanson drivers are aware they
should not queue outside of the quarry.
Truck parking and queuing occurs in
the truck parking area within the
Quarry site.
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Undertake an approved method of surface treatment
for the pavement cracking over the length of Bass
Point Quarry Road.

Road resurface to be completed by
2021 with the noted deformation to be
addressed immediately.

Enter into a road maintenance agreement with
Shellharbour City Council for the maintenance of the
Local Council managed road section of the haul route
to Shellharbour Road.

Completed and payments ongoing.

4.2

Dust Generation – Bass Point Quarry Road

The 2014 inspection of Bass Point Quarry Road did not indicate large amounts of dust on the road
surface or shoulder however there is a location where heavy vehicles were pulling over onto the
road verge on regular occasions. It was determined that this will over time erode the shoulder and
verge creating a localised dust and maintenance issue.
To prevent the noted issues, there is no longer a pull-over location along the length of the haul road.
Truck queuing and parking is to occur within the quarry site – queuing only occurs for trucks leaving
the quarry (weighbridge will indicate to truck drivers that the hourly limit in movements has been
reached with the truck allowed to park in the truck parking area until the next window opens to reticket).
Sweeping of the pavement and road shoulder of Bass Point Quarry Road is undertaken at one (1)
weekly intervals.

4.3

Road Maintenance - Bass Point Quarry Road

When inspected in 2014, Bass Point Quarry Road pavement was in good condition with only isolated
sections of pavement damage and cracking but with adequate width to cater for the two-way
movement of heavy vehicles.
Regular inspection and remedial action in regard to pavement deformation and longitudinal cracking
is undertaken due to the nearly exclusive use by trucks and will assist in reducing noise levels.
It is noted that The Proponent will pay developer contributions to Shellharbour City Council for road
maintenance of the local road section of the haul route as a result of this development. Bass Point
Quarry Road is to be maintained by The Proponent. It is Shellharbour City Council's responsibility,
after acceptance of the maintenance agreement, to ensure that the local road section of the haul
route is suitably maintained. The road maintenance agreement between The Proponent and
Shellharbour City Council is the subject of a separate document.
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Figure 6 – Entry to the Quarry site (C. Flood, April 2019)
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5. CODE OF CONDUCT INDUCTION
To all Truck Drivers Entering Bass Point Quarry
























All heavy vehicle drivers operating out of the Bass Point Quarry are to observe the posted speed
limits, with speed adjusted appropriately to suit the road environment and prevailing weather
conditions, to comply with the NSW Road Rules & Heavy Vehicle National Law. The vehicle speed
must be appropriate to ensure the safe movements of the vehicle based on the vehicle
configuration.
The speed limit along Bass Point Quarry Road is 50 km/hr until entry to the site (bunded areas)
where the speed limit reduces to 40 km/h. The speed limit approaching the weighbridge, and in and
around the plant and sales yard is 20 km/hr. The speed limit in parking areas is 10 km/h.
On entering the Quarry, trucks must communicate via UHF 11 to the Weighbridge Operator what
products they want. Conversations MUST be kept to a minimum. Call up at dedicated control points
to let other traffic know your movements. Watch out for Heavy Machinery working.
Truck Drivers loading at the stockpiles should remain in their cabins. No children are permitted on
site without prior permission from the Operations Manager per Hanson Directive.
Whilst waiting to be loaded, if drivers exit their cabin they must be cautious of other vehicles moving
between and behind stockpiles. Drivers must be wearing adequate PPE such as high visibility
clothing, long sleeve shirt and long pants, safety boots and a safety helmet, as per Hanson Directive.
If undertaking a U-turn or reversing into the appropriate stockpile area, trucks must use all
appropriate means of communicating their movements.
Due to space limitations around loading areas, trucks are expected to slow down to a speed which
will ensure they are able to stop quickly if required. Visibility may be reduced around stockpiles, take
extra care in these areas.
To alleviate public concern and increase road safety, heavy vehicles leaving the Bass Point Quarry
should be separated by a 1.5 minute interval whenever practicable.
All trucks arriving at or departing from the Bass Point Quarry, whether loaded with material or not,
are required to have an effective cover over their load for the duration of the trip. The load cover
may be removed upon arrival at the delivery site. Tarp in the designated area, NOT on weighbridge.
No driver is to climb into or onto the back of truck bodies or trailers.
All care is to be taken to ensure that all loose debris from the vehicle body and wheels are removed
prior to leaving the site. Drivers must ensure that following tipping that the tailgate is locked before
leaving the site. Never drive with the body in a raised position.
All drivers are to show respect for our neighbours in the local area. Take care around high pedestrian
and traffic areas. Please give pedestrians a wide berth, be aware of their safety and other road
users.
All heavy vehicle drivers operating out of the Bass Point Quarry are to minimise the use of
compression brakes, so as not to create excessive noise that could disturb local residents, where
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possible. Compression braking within or adjacent to residential areas should only be used if required
for safety reasons.






Heavy vehicle drivers are to carefully plan their routes by undertaking the approved transport route
and so that State and regional roads are given priority for route selection.
Be conscious of Hanson’s seven lifesaving rules:
1. You must be inducted and competent to operate on our sites.
2. When working at heights, protect yourself and others below you.
3. Always use positive isolation, lockout and tag before working on plant and equipment.
4. Guarding must be in place at all times and replaced immediately following any work on plant
and equipment.
5. Wear your seat belt.
6. Never text or use a hand held phone whilst driving.
7. Report all injuries, incidents and hazards to your supervisor/ manager.
All heavy vehicle drivers operating out of the Bass Point Quarry are to be aware of their adopted
Fatigue Management Scheme and operate within its requirements. By law, all drivers have a duty to
not drive a fatigue-regulated heavy vehicle on a road while impaired by fatigue.



All drivers should be familiar with their Chain of Responsibility.



Failure to comply with the above will result in immediate removal from site.
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6. DECLARATION
I, the undersigned, hereby agree to abide by Hanson Construction Materials Pty Ltd Truck Driver
Code of Conduct under Sections 2.0 and 5. 0 of this Transport Management Plan for the
transportation of quarry products from Bass Point Quarry, Shellharbour to their final destination/s
in a safe manner. I have read and understand the requirements outlined in the attached document
and will, to the best of my ability, comply and assist with their implementation, requirements and
ongoing administration.

The subject document to which this declaration relates is attached as part of the overall document
and signing of this declaration confirms that the signee has read and understood the entire
document:

TRUCK DRIVER

Full Name:

Organisation:

Signature:

Date:

HANSON CONSTRUCTION MATERIALS PTY LTD

Company Witness:

Date:
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7. CORRESPONDENCE
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Pignone, Belinda (Parramatta) AUS
From:
Sent:
To:
Cc:
Subject:
Attachments:

Melissa Anderson <Melissa.Anderson@planning.nsw.gov.au>
Thursday, 11 July 2019 9:59 AM
Pignone, Belinda (Parramatta) AUS
Georgia Dragicevic
RE: Bass Point Quarry Transport Management Plan & Inspection Report (DA 08_
0143)
DPE Ltr Approval of TMP_July 2019.pdf

Hi Belinda,
Please find attached a letter approving the revised Transport Management Plan.
Kind regards
Melissa
Melissa Anderson
Environmental Assessment Officer
Energy and Resource Assessments
320 Pitt Street | GPO Box 39 | Sydney NSW 2001
T 02 8275 1392
http://secure-web.cisco.com/1pbbGmOtnmc0fpM2JEXFmU_LxJIJY71JXIrGVKVx6ktzrMWFFGoYHtqEsPDW_2M2Et2wvFFRQm_cjof39Zemx3IZZoZZFMeJ30euoZ6cjaA3n83kJOTQGF0yl5VI0oif3W3ANCpHiunKXXPfD9_yO7LaWWnxc6TtkW6y0mXMVWM1rGi2MkvVEzT0iwRpa4krKx86cYZyR_2nXSCms2R-9dwZ4IHvu7JXmsug_JbsnW6tJRaPdwSnZ17nlj6snSRrhdnUwuuTpK8A02pHi9A66T8JXoBQtlLqqQmKqHq8iDPgnxYHPf_pciY1vG9UNbo
Ip2F-4Cd-OFPApf3wZHA/http%3A%2F%2Fwww.dpie.nsw.gov.au

Subscribe to our newsletter

The Department of Planning, Industry and Environment acknowledges that it stands on Aboriginal land. We acknowledge the traditional
custodians of the land and we show our respect for elders past, present and emerging through thoughtful and collaborative approaches to our
work, seeking to demonstrate our ongoing commitment to providing places in which Aboriginal people are included socially, culturally and
economically.

From: Pignone, Belinda (Parramatta) AUS <belinda.pignone@hanson.com.au>
Sent: Friday, 28 June 2019 4:40 PM
To: Melissa Anderson <Melissa.Anderson@planning.nsw.gov.au>
Cc: Flood, Chelsea (Bass Point Quarry) AUS <chelsea.flood@hanson.com.au>
Subject: RE: Bass Point Quarry Transport Management Plan & Inspection Report (DA 08_0143)
Hi Melissa,
The management plan has been updated following the advice giving in the previous email. I have also attached
responses to comments in review of the management plan, provided in Attachment A.
Thank you Melissa, if there are any issues or questions please let me know.
Kind regards,
1

Belinda Pignone
Graduate Environ and Compl Coordinator
T +61 2 9354 2774 | M +61 439 131 941
belinda.pignone@hanson.com.au | www.hanson.com.au

From: Melissa Anderson [mailto:Melissa.Anderson@planning.nsw.gov.au]
Sent: Tuesday, 28 May 2019 3:20 PM
To: Pignone, Belinda (Parramatta) AUS <belinda.pignone@hanson.com.au>
Subject: FW: Bass Point Quarry Transport Management Plan & Inspection Report (DA 08_0143)
Hi Belinda,
I have reviewed the revised Transport Management Plan for the Bass Point Quarry. Comments are included in
Attachment A.
Please feel free to give me a call to discuss any points that you need clarified. If you could please revise and send
back to me by Friday 28 June 2018.
Regards
Melissa
Melissa Anderson
Environmental Assessment Officer
Resource Assessments
320 Pitt Street | GPO Box 39 | Sydney NSW 2001
T 02 8275 1392

Subscribe to our newsletter

I wish to acknowledge the Traditional Custodians of the land and pay respect to all Elders past, present and future.

From: Pignone, Belinda (Parramatta) AUS <belinda.pignone@hanson.com.au>
Sent: Friday, 3 May 2019 10:34 AM
To: DPE PSVC Compliance Mailbox <compliance@planning.nsw.gov.au>
Cc: Flood, Chelsea (Bass Point Concrete) AUS <chelsea.flood@hanson.com.au>
Subject: Bass Point Quarry Transport Management Plan & Inspection Report (DA 08_0143)
Dear Compliance Team,
Please find attached the updated Transport Management Plan and visual inspection report of the noise barriers
along Bass Point Quarry Road for DPE review.
Schedule 3 Condition 33 of Section 75J Project Approval under the Environmental Planning and Assessment Act
1979 for the extension of the existing Bass Point Quarry to Lot 22 DP 1010797 Shellharbour requires the operator
Hanson Construction Materials Pty Ltd (the Proponent) to complete and implement a Transport Management Plan
and Driver Code of Conduct. In addition, Schedule 3 Condition 33A requires the Proponent to undertake a visual
inspection of the noise barriers along Bass Point Quarry Road.
Transport Management Plan
33. The Proponent must prepare a Transport Management Plan for the project to the satisfaction of the Secretary.
This plan must:
a) be prepared by suitably qualified experienced person(s), whose appointment has been approved by the
Secretary;
2

b) be prepared in consultation with Council and RMS, and be submitted to the Secretary within three months
of the determination of Modification 2, or as otherwise agreed by the Secretary;
c) include details of all transport routes and traffic types to be used for project‐related traffic;
d) describe the processes in place for the control of truck movements entering and exiting the site;
e) include details of the measures to be implemented to minimise traffic safety issues and disruption to local
road users, including minimising potential for conflict with school buses;
f) include a Driver’s Code of Conduct that includes procedures to ensure that drivers:
i. adhere to posted speed limits or other required travelling speeds;
ii. adhere to designated transport routes;
iii. implement safe and quiet driving practices;
iv. are aware of potential safety issues along the haulage route, particularly near schools and
intersections;
g) describe the measures to be put in place to ensure compliance with the Driver’s Code of Conduct; and
h) propose measures to minimise the transmission of dust and tracking of material onto the surface of public
roads from vehicles exiting the site.
The Proponent must implement the Transport Management Plan as approved by the Secretary.
33A. Within three months of the determination of Modification 2, or as otherwise agreed by the Secretary, the
Proponent must:
(a) undertake a visual inspection of the noise barriers along Bass Point Quarry Road in consultation with
Council;
(b) submit a report to Council detailing:
(i) the outcomes of this inspection regarding the condition and functionality of the existing noise
barriers; and
(ii) any works required to be undertaken to ensure the noise barriers provide effective noise
attenuation for residents along Bass Point Quarry Road; and
(c) provide a copy of this report to the Secretary.
Any questions or if further information is required, please do not hesitate to contact me.
Kind regards,

Belinda Pignone
Graduate Environ and Compl Coordinator

T +61 2 9354 2774 | M +61 439 131 941
belinda.pignone@hanson.com.au | www.hanson.com.au
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From:
To:
Cc:
Subject:
Date:
Attachments:

MILLET Chris
Pignone, Belinda (Parramatta) AUS
Development Southern
Hanson Bass Point Quarry - Transport Management Plan (RMS ref: STH09/02207)
Thursday, 2 May 2019 3:30:48 PM
Transport Management Plan_Final April 2019.pdf
STH09_02207 Bass Point Quarry Bass Point Shellharbour MP08_0143.obr

Hi Belinda
I refer to your email below.
RMS notes the content of the TMP and Driver Code of Conduct, including the maximum laden
trucks per hour in table 1 and the transportation routes described in Section 1.4.
RMS has no further comments.
Cheers

Chris Millet
Manager, Land Use
Customer Services, Southern Region
Roads and Maritime Services
P 02 4221 2570

From: Pignone, Belinda (Parramatta) AUS [mailto:belinda.pignone@hanson.com.au]
Sent: Wednesday, 1 May 2019 12:08 PM
To: Development Southern
Cc: Flood, Chelsea (Bass Point Concrete) AUS
Subject: RE: Hanson Bass Point Quarry - Transport Management Plan (RMS Consultation Attachment included

To whom it may concern,

Modification 2 of the Hanson Bass Point Quarry Section 75J Project Approval (08_0143) was
determined in January 2019.
Schedule 3 Condition 33 of Section 75J Project Approval under the Environmental Planning and
Assessment Act 1979 for the extension of the existing Bass Point Quarry to Lot 22 DP 1010797
Shellharbour requires the operator Hanson Construction Materials Pty Ltd (The Proponent) to
complete and implement a Transport Management Plan and Driver Code of Conduct.
Transport Management Plan

33. The Proponent must prepare a Transport Management Plan for the project to the satisfaction of
the Secretary. This plan must:
a) be prepared by suitably qualified experienced person(s), whose appointment has been approved
by the Secretary;
b) be prepared in consultation with Council and RMS, and be submitted to the Secretary within three
months of the determination of Modification 2, or as otherwise agreed by the Secretary;
c) include details of all transport routes and traffic types to be used for project-related traffic;
d) describe the processes in place for the control of truck movements entering and exiting the site;
e) include details of the measures to be implemented to minimise traffic safety issues and disruption
to local road users, including minimising potential for conflict with school buses;
f) include a Driver’s Code of Conduct that includes procedures to ensure that drivers:
i. adhere to posted speed limits or other required travelling speeds;
ii. adhere to designated transport routes;
iii. implement safe and quiet driving practices;
iv. are aware of potential safety issues along the haulage route, particularly near schools and
intersections;
g) describe the measures to be put in place to ensure compliance with the Driver’s Code of Conduct;
and
h) propose measures to minimise the transmission of dust and tracking of material onto the surface of
public roads from vehicles exiting the site.
The Proponent must implement the Transport Management Plan as approved by the Secretary.

As you will note, Conditions 33(b) necessitate the input of RMS on the Transport Management
Plan. Please find attached the draft Transport Management Plan for the review and response of
RMS. Please note that RMS was consulted on the previous approved version of the Transport
Management Plan.
Hanson have requested that the Department of Planning & Environment allow time in excess of
the stipulated 3 months post-determination of Modification 2, such that Hanson may provide
sufficient evidence of consultation, as is specified in the aforementioned conditions.
Nonetheless, your earliest attention to this matter would be much appreciated.
Please do not hesitate to contact me if you have any questions.

Kind regards,

Belinda Pignone
Graduate Environ and Compl Coordinator
T +61 2 9354 2774 | M +61 439 131 941
belinda.pignone@hanson.com.au |
www.hanson.com.au

Logo

Before printing, please consider the environment
IMPORTANT NOTICE: This email and any attachment to it are intended only to be read or used by the named addressee. It is
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Pignone, Belinda (Parramatta) AUS
From:
Sent:
To:
Cc:

Mark Miller <Mark.Miller@shellharbour.nsw.gov.au>
Thursday, 2 May 2019 2:05 PM
Flood, Chelsea (Bass Point Concrete) AUS
Butcher, Steve (Bass Point Quarry) AUS; Pignone, Belinda (Parramatta) AUS; Driver,
Andrew (Parramatta) AUS; Grant Meredith
RE: Hanson Bass Point Quarry - Transport Management Plan and Noise Barriers
visual inspection

Subject:

Hi Chelsea,
Council acknowledges receipt of:
1. Transport Management Plan dated April 2019 and prepared by Intersect Traffic Pty Limited; and
2. Visual inspection report regarding the condition and functionality of the existing noise barriers prepared by
Harwood Acoustics and dated 30 April 2019.
Council is satisfied that Schedule 3, conditions 33(a‐h) and 33A(a‐b) attached to Modification 2 Project Approval
(08_0143) have been met.
If you require any further information, please contact me.
Regards

Mark Miller | Manager Compliance & Regulation

76 Cygnet Avenue, Shellharbour City Centre
Locked Bag 155, Shellharbour City Centre, NSW 2529
p. (02) 4221 6293
http://secure-web.cisco.com/1_YfPq-tCSFjWNPxlS6IjzCcGejhUOL3jepAJiXVN7drOafjyx7ev3V57vgliZ2
NNOz1EjKf8BMsoK8ysSiukhfI7AjQCcs_cIbjieN4cE_sazs9eONGDBK8jcNi7tdJSOjJeJpoKk77GMlCrAXw
RgS1rG3kvF_nV1rSm63rK2FHeNSCgMuElVpQ86v3zKbZYXK4iPCP_KGZPV0XnuWYRH3jhiryBmtzQt12
iAUk2Q3hXkTRs4wflHqww/http%3A%2F%2Fwww.shellharbour.nsw.gov.au

From: Flood, Chelsea (Bass Point Concrete) AUS <chelsea.flood@hanson.com.au>
Sent: Wednesday, 1 May 2019 11:12 AM
To: Grant Meredith <Grant.Meredith@shellharbour.nsw.gov.au>; Mark Miller
<Mark.Miller@shellharbour.nsw.gov.au>
Cc: Butcher, Steve (Bass Point Quarry) AUS <Steve.Butcher@hanson.com.au>; Pignone, Belinda (Parramatta) AUS
<belinda.pignone@hanson.com.au>; Driver, Andrew (Parramatta) AUS <Andrew.Driver@hanson.com.au>
Subject: Hanson Bass Point Quarry ‐ Transport Management Plan and Noise Barriers visual inspection
Hello Grant & Mark,
As you are aware, Modification 2 of the Hanson Bass Point Quarry Section 75J Project Approval (08_0143) was
determined in January 2019.
1

Schedule 3 Condition 33 of Section 75J Project Approval under the Environmental Planning and Assessment Act 1979
for the extension of the existing Bass Point Quarry to Lot 22 DP 1010797 Shellharbour requires the operator Hanson
Construction Materials Pty Ltd (The Proponent) to complete and implement a Transport Management Plan and
Driver Code of Conduct. In addition, Schedule 3 Condition 33A requires The Proponent to undertake a visual
inspection of the noise barriers along Bass Point Quarry Road.
Transport Management Plan
33. The Proponent must prepare a Transport Management Plan for the project to the satisfaction of the Secretary.
This plan must:
a) be prepared by suitably qualified experienced person(s), whose appointment has been approved by the Secretary;
b) be prepared in consultation with Council and RMS, and be submitted to the Secretary within three months of the
determination of Modification 2, or as otherwise agreed by the Secretary;
c) include details of all transport routes and traffic types to be used for project-related traffic;
d) describe the processes in place for the control of truck movements entering and exiting the site;
e) include details of the measures to be implemented to minimise traffic safety issues and disruption to local road
users, including minimising potential for conflict with school buses;
f) include a Driver’s Code of Conduct that includes procedures to ensure that drivers:
i. adhere to posted speed limits or other required travelling speeds;
ii. adhere to designated transport routes;
iii. implement safe and quiet driving practices;
iv. are aware of potential safety issues along the haulage route, particularly near schools and intersections;
g) describe the measures to be put in place to ensure compliance with the Driver’s Code of Conduct; and
h) propose measures to minimise the transmission of dust and tracking of material onto the surface of public roads
from vehicles exiting the site.
The Proponent must implement the Transport Management Plan as approved by the Secretary.
33A. Within three months of the determination of Modification 2, or as otherwise agreed by the Secretary, the
Proponent must:
(a) undertake a visual inspection of the noise barriers along Bass Point Quarry Road in consultation with Council;
(b) submit a report to Council detailing:
(i) the outcomes of this inspection regarding the condition and functionality of the existing noise barriers; and
(ii) any works required to be undertaken to ensure the noise barriers provide effective noise attenuation for
residents along Bass Point Quarry Road; and
(c) provide a copy of this report to the Secretary.

As you will note, Conditions 33(b) and 33A necessitate the input of Shellharbour City Council on the Transport
Management Plan and noise barrier visual inspection report, respectively. Please find attached the Transport
Management Plan and a copy of the noise barrier visual inspection report, for the review and response of
Shellharbour City Council. Hanson have requested that the Department of Planning & Environment allow time in
excess of the stipulated 3 months post‐determination of Modification 2, such that Hanson may provide sufficient
evidence of consultation, as is specified in the aforementioned conditions. Nonetheless, your earliest attention to
this matter would be much appreciated.
Please do not hesitate to contact me if you have any questions.

Kind regards,

Chelsea Flood
Compliance Officer
T +61 2 4247 3900 | M +61 448 290 721
chelsea.flood@hanson.com.au | www.hanson.com.au
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Jeffrey Garry
From:
Sent:
To:
Subject:
Attachments:
HansonConstructionMaterials-

Grant Meredith <Grant.Meredith@shellharbour.nsw.gov.au>
Thursday, 15 May 2014 9:08 AM
jeff@intersecttraffic.com.au
RE: Bass Point Quarry Extension Approval - Hanson Construction
Materials - Transport Management Plan
10457505_BassPointQuarryExtensionApprovalTransportManagementPlan.pdf; 10457506_image001.png.pdf;
Bass Point Quarry_submission 130514 compressed.pdf

To: jeff@intersecttraffic.com.au
Cc:
Jeff
Council's Traffic Engineer Luke Preston will respond to your request.
Grant Meredith
Group Manager City Development

Jeffrey Garry
From:
Sent:
To:
Subject:
Attachments:
HansonConstructionMaterials-

Luke Preston <Luke.Preston@shellharbour.nsw.gov.au>
Friday, 16 May 2014 10:43 AM
jeff@intersecttraffic.com.au
RE: Bass Point Quarry Extension Approval - Hanson Construction
Materials - Transport Management Plan
10457505_BassPointQuarryExtensionApprovalTransportManagementPlan.pdf; 10457506_image001.png.pdf;
Bass Point Quarry_submission 130514 compressed.pdf

To:
jeff@intersecttraffic.co
m.au Cc:
Jeff
I have reviewed the Traffic Management Plan and believe it satisfies the consent
conditions. Regards
Luke Preston

Jeffrey Garry
From:
Sent:
To:
Cc:
Subject:
Attachments:

Jeffrey Garry <jeff@intersecttraffic.com.au>
Tuesday, 13 May 2014 4:15 PM
'development.southern@RMS.nsw.gov.au'
Driver, Andrew (Parramatta) AU (Andrew.Driver@hanson.com.au)
Bass Point Quarry Extension - Hanson's Construction Materials
- Transport Management Plan
Bass Point Quarry_submission 130514 compressed.pdf

Attention – Chris
Millet Chris
I am a traffic consultant working for Hanson’s Construction Materials on a Transport Management
Plan and Driver Code of Conduct for its Bass Point Quarry. Hansons recently received approval
from the Department of Planning and Infrastructure for an extension of operations at its Bass
Point Quarry. Your name was given to me by Kane Winwood at the Department of Planning
and Infrastructure as the RMS officer who provided Council’s submission to this proposal.
Schedule 3 Part 33 of the Section 75J Project Approval under the Environmental Planning and
Assessment Act 1979 for the extension of the existing Bass Point Quarry to Lot 22 DP 1010797
Shellharbour requires the operator Hanson Construction Materials Pty Ltd to complete and
implement a Transport Management Plan and Driver Code of Conduct.
“Transport Management Plan
The Proponent shall prepare and implement a Transport Management Plan to the
satisfaction of the Director-General. The Plan must:
a) Be prepared by a suitably qualified traffic consultant in consultation with the RMS and
Council, and submitted to the Director-General for approval by 31st May 2014;
b) Include a drivers’ code of conduct for the project;
c) Describe the measures that would be implemented to ensure:
• Drivers are aware of potential safety issues along the haulage route,
particularly near schools and intersections;
• Drivers of project-related vehicles comply with the drivers’ code of conduct;
• Compliance with the relevant conditions of this approval; and
d) Include a program to monitor the effectiveness of the implementation of these
measures.
As you will note this condition requires RMS input into the Transport Management Plan. I have
prepared a draft plan and driver code of conduct for RMS to review and provide a response.
This document is attached. Please note that Hansons are required to submit the documentation
to the Department by May 31, 2014 and will require some evidence of RMS
consultation/concurrence. I have prepared a similar document for Hanson’s Wagga Wagga
quarry previously and the Department has accepted an e-mail response as satisfactory
evidence. Your earliest attention to this matter would be appreciated.
Should you have any enquiries please do not hesitate to contact me on 0423 324
188. Thank you

PO Box 268, East Maitland NSW
2323 Shop 7 Metford Shopping
Village
Cnr Chelmsford Drive and Tennyson
Street Metford NSW 2323
P: 02 49366200
M: 0423 324 188
E: jeff@intersecttraffic.com.au
If you have received this e-mail in error please immediately notify the sender by return e-mail and delete the
message and any attachments. Before opening or using attachments, please check them for viruses or file
corruption. The content and views expressed in this e-mail may be those of the sender. As such they are
not necessarily endorsed by Intersect Traffic Pty Ltd.

Jeffrey Garry
From:
Sent:
To:
Subject:
STH09/02207)

BORGER Benjamin J <Benjamin.BORGER@rms.nsw.gov.au>
Friday, 16 May 2014 1:02 PM
jeff@intersecttraffic.com.au
Transport Management Plan, Bass Point Quarry Extension (RMS Ref:

Dear Sir/Madam,
Reference is made to your email dated 13 May 2014 regarding a Transport Management
Plan and Driver Code of Conduct for the Bass Point Quarry forwarded to Roads and
Maritime Services (RMS) for consideration.
As RMS has had no objection to previous applications, RMS do not require
to review this Transport Management Plan.
However, if the Transport Management Plan requires a Road Occupancy Licence, the
developer shall apply for, and obtain a Road Occupancy Licence (ROL) from the RMS
Traffic Operations Unit (TOU) prior to commencing roadworks on a State Road or any
other works that impact a travel lane of a State Road or impact the operation of traffic
signals on any road. The application will require a Traffic Management Plan (TMP) to
be prepared by a person who is certified to prepare Traffic Control Plans. Should the
TMP require a reduction of the speed limit, a Speed Zone Authorisation will required
from the TOU. The dependant upon RMS receiving an accurate and compliant TMP.
For information on obtaining a ROL, please contact the Network Operations
Coordinator on 4221 2509.
Regards
Benjamin Borger
Network Ops Off in-Training(Para-P)11/12
Road Network Operations | Journey Management
T 02 4221 2563 M 0408 064 433
www.rms.nsw.gov.au
Every journey matters
Roads and Maritime Services
Lvl 4 90 Crown Street Wollongong NSW 2500
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